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idirectional Antennas, “Legacy-Series”

Specifications (300 MHz)
GENERAL 380-412 MHz 370-390 MHz

Model Number
oz 2z oz oz
23 32 23 32
o oo 2 o0
Input Connector (Female) 88 33 S8 8s
-D models = 7/16 DIN Iz I3 oo oo
-N models = Type-N a8 88 88 88
Type Single Single
ELECTRICAL
Bandwidth, MHz 30 20
Power, Watts 500 500
Gain, dBd / dBi 6 8 0 6
Horizontal Beamwidth, deg 360 360
Vertical Beamwidth, deg 16 10 60 16
Beam Tilt, deg 0 0 0 0
MECHANICAL
Number of Connectors 1 1
Flat Plate Area, ft? 1.95 3.03 0.6 1.95
Lateral Windload Thrust, Ibf 82 127 25 82
Wind Speed Rating, mph
Without Ice: 190 160 325 190
With %2” Radial Ice: 161 136 276 161
Mounting Hardware (Included) DSH3V3R DSH3V3N DSH1V3R
DIMENSIONS
Length, ft 11.8 18.3 3.3 11.8
Radome O.D., in 3 2
Mast O0.D., in 2.5 2.5
Net Weight, Ib (w/o bracket) 35 45 6 35
Shipping Weight, Ib 52 77 15 52
(pallet not included)

Radiation Patterns, Vertical (typ)

DS3A06F36U (-N/-D)

DS3BOOF36U (N/-D) | pc3posr3su (-N/-D)

DS3A08F36U (-N/-D) No/Low
Torsion
Mount
included for
all fiberglass
omni
antennas
over 15 ft

long.
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idirectional Antennas, “Legacy-Series” d bSPGCtr‘a

Always a Better Value
.

mni

Specifications (406-436 MHz)

Model Number
ez ez ez ez 85 ez Dz ez
o R} o Y ) o R o R o R o R (o= oo
@ M & 8 @ 8 ? 8 & 8 & 0 @ M ? M
Input Connector (Female) = - % % s % % ©% % S8 = 5 % 5
-D models = 7/16 DIN 23 23 25 2 23 I3 3 25
-N models = Type-N 33 33 33 33 33 33 3 3 &3
[a =) [a =) oo oo [a =) [a =) la =l la =l
Type Single I Dual Dual
Bandwidth, MHz 30 30 30
Power, Watts 500 350 500
Gain, dBd / dBi 0 | 3 | 6 [ 8 | 8 | 10 3 6
Horizontal Beamwidth, deg 360 360 360
Vertical Beamwidth, deg 60 30 16 10 6 10 30 16
Beam Tilt, deg 0 0 0 0 3 0 0 0
Number of Connectors 1 2 2
Flat Plate Area, ft? 0.46 0.83 1.95 3.03 3.97 3.03 1.72 3.03
Lateral Windload Thrush, Ibf 19 35 82 127 167 127 72 127
Wind Speed Rating, mph
Without Ice: 325 250 190 160 160 150 190 160
With 2” Radial Ice: 276 212 161 136 136 127 161 136
Mounting Hardware (Included) DSH2V3R DSH3V3R DSH3V3N DSH3V3R | DSH3V3N
» 0
Length, ft 2.9 5.1 11.8 18.3 18.3 23.5 11.3 18.3
Radome O.D., in 2 3 3 3 3 3 3 3
Mast 0.D., in 2.5 2.5 2.5 2.5 2.5 25 W 25 2.5
Net Weight, Ib (w/o bracket) 5.5 7 35 45 47 61 32 70
Shipping Weight, Ib 9.6 14 52 77 77 81 43 80
(pallet not included)

Radiation Patterns, Vertical (typ)
DS4A00F36U (-N/-D) DS4A03F36U (-N/-D) DS4A06F36U (-N/-D)

DS4A08F36U (-N/-D)

= s - s

P

DS4A03F36D (-N/-D)
TOP
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idirectional Antennas, “Legacy-Series” d bSPGCtr‘a

Always a Better Value

mni

Specifications (425-455 MHz)

Model Number
ez ez ez ez aa ez =
o R | o R o R | b R o R R o=
(- o O (-] O O o O O O O O
mMm m oM m mMm m [ 0] oM m oM m o m
L L. [T [ W WL W WL W L. W L.
Input Connector (Female) 88 33 28 33 338 S3s 33
o @ D a D @ @D @ D a ) @D @D
-D models = 7/16 DIN < < < < < < < < < < g < < <
v un (7 %] v un v N v v v
-N models = Type-N (=l oo (=l oo fa ) [alyal [alal
Type Single Dual
Bandwidth, MHz 30 30
Power, Watts 500 350
Gain, dBd / dBi 0 [ 3 [ 6 | 8 | 8 [ 10 3
Horizontal Beamwidth, deg 360 360
Vertical Beamwidth, deg 60 30 16 9 9 6 30
Beam Tilt, deg 0 0 0 0 3 0 | 0
Number of Connectors 1 2
Flat Plate Area, ft? 0.48 0.91 1.95 3.02 3.02 3.94 2.32
Lateral Windload Thrush, Ibf 20 38 82 127 127 166 I 97
Wind Speed Rating, mph
Without Ice: 325 250 190 160 160 150 175
With %2” Radial Ice: 276 212 161 136 136 127 148
Mounting Hardware (Included) DSH2V3R DSH3V3R DSH3V3N I DSH3V4R
» 0
Length, ft 2.9 5.5 11.8 18.3 18.3 23.8 13.9
Radome O.D., in 3 3 3 3 3 3 3
Mast O.D., in 2.5 2.5 2.5 2.5 2.5 2.5 2.5
Net Weight, Ib (w/o bracket) 5.5 14 35 45 45 65 36.5
Shipping Weight, Ib 11 25 52 55 55 95 59.5
(pallet not included)

Radiation Patterns, Vertical (typ)

~ DSA4BO6F36U (-N/-D)

W By

‘ DSA4B03F36D (-N/-D)
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idirectional Antennas,

mni

Specifications (450-482 MHz)

“Legacy-Series”

dbSpectra

Always a Better Value

Model Number
ez ez ez 8 a ez 8 & ez = Qz
= R = R s R e R s R o R = R (o= oa
@ 8 @ 8 @ M @ M @ M & ® @ 8 & = & 8
Input Connector (Female) 55 - 55 55 5w = =] = 5 F
-D models = 7/16 DIN S8 S8 S8 S8 S8 S8 SR 88 S8
-N models = Type-N 33 33 33 33 33 33 A D 3 R 3D
lala] lala] lalal lalal lalal alal lala] la = alal
Type Single I Dual Dual
Bandwidth, MHz 32 32 32
Power, Watts 500 350 500
Gain, dBd / dBi o [ 3 [ 6 [ & 8 | 8 [ 10 § o 3
Horizontal Beamwidth, deg 360 360 360
Vertical Beamwidth, deg 60 30 16 16 10 10 6 16 10
Beam Tilt, deg 0 0 0 3 0 3 0 0 0
Number of Connectors 1 2 2
Flat Plate Area, ft? 0.46 1.14 1.71 1.42 3.03 3.03 3.97 1.72 3.03
Lateral Windload Thrush, Ibf 19 48 72 60 127 127 127 43 97
Wind Speed Rating, mph
Without Ice: 325 250 190 225 160 160 150 250 175
With %” Radial Ice: 276 212 161 191 136 136 127 212 148
Mounting Hardware (Included) DSH2V3R DSH3V3N DSH2V3R | DSH3V3R
D 0
Length, ft 2.9 8 9.1 9.7 18.3 18.3 23.9 6.2 13.9
Radome O.D., in 2 3 3 3 3 3 3 2 3
Mast O.D., in 2.5 2.5 2.5 2.5 2.5 2.5 2.5 2.5 2.5
Net Weight, Ib (w/o bracket) 5.5 20 27.6 32.6 45 45 63 13 36.5
Shipping Weight, Ib 9.6 31.7 40.1 45 77 77 95 20.6 59.5
(pallet not included)

Radiation Patterns, Vertical (typ)

TOP

DS4CO0F36D (-N/-D)

DSA4COOF36D (-N/-D)
BOTTOM

P
Sy | %* w
LSNP
o TSR DRE -
Waneesy 2
SRS (SERANDY

aS=
B e
%‘ Q .

o
N

DS4CO03F36D (-N/-D)

DS4CO08F36U (-N/-D)

DS4CO03F36D (-N/-D)
BOTTOM

DS4C10F36U (-N/-D)
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idirectional Antennas, “Legacy-Series” d bSPGCtr‘a

Always a Better Value
.

mni

Specifications (480-512 MHz)

Model Number
oz 2z ez ez oz oz oz
o R o R o R o R o R (o= (o=
0 @ M @ M @ M 0 = M ¢ M ¢
=] o o & & % % &8 o0 & &
Input Connector (Female) 28 == 28 88 Ia 28 28
-D models = 7/16 DIN 33 33 3R 33 33D 33 33
-N models = Type-N la =l la =l la =) la =l 0o a =l o
Type Single Dual Dual
Bandwidth, MHz 32 32 32
Power, Watts 500 500 350
Gain, dBd / dBi 0 \ 3 | 6 | 8 | 10 3 6
Horizontal Beamwidth, deg 360 360 360
Vertical Beamwidth, deg 60 30 16 10 6 30 16
Beam Tilt, deg 0 0 0 0 0 0 0
Number of Connectors 1 2 2
Flat Plate Area, ft? 0.46 0.89 1.71 3.03 3.96 I 1.32 3.21
Lateral Windload Thrush, Ibf 19 38 72 127 166 | 56 135
Wind Speed Rating, mph
Without Ice: 325 250 190 160 150 225 160
With 2” Radial Ice: 276 212 161 136 127 191 136
Mounting Hardware (Included) DSH2V3R DSH3V3R DSH3V3N DSH2V3R | DSH3V3N
D 0
Length, ft 2.9 6.4 10.3 18.3 23.9 10.4 19.4
Radome 0.D., in 2 3 3 3 3 § 3 3
Mast O.D., in 2.5 2.5 2.5 2.5 2.5 2.5 2.5
Net Weight, Ib (w/o bracket) 5.5 16 33 45 63 30 50
Shipping Weight, Ib 9.6 23.6 47 55 95 38 80
(pallet not included)

Radiation Patterns, Vertical (typ)
DS4DOOF36U (-N/-D) | DS4DO3F36U (-N/-D) | DS4DO6F36U (-N/-D) | DS4DOSF36U (-N/-D)

@

w .

’ DS4DO6F36D (-N/-D)
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